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Windschott

Draft stop
Pare-vent
Paravientos
Reticella paravento
Windschot

~
7
2
Z
Z
Z

Z
.z
Z
Z

R

Montagehinweise
Windschott R 129

Einbauen

1. Uberrollbiigel etwas
aufstellen. Dazu den
Schalter auf der Armaturen-
anlage drticken. B

2. Windschott in den Uber-
rollbiigel einsetzen:
Zundéchst auf einer Seite
unten am Uberrollbiigel
ansetzen und mit dem
Haken unter den Uberroll-
bligel fahren. Dann die
andere Seite ablassen.

3. Windschott nach oben

in den Uberrolibligel
schieben, 1. Dabei die Befe-
stigungsbénder, 2, nicht
einklemmen.

4. Uberrollbigel vollsténdig
aufstellen.

5. Windschott mit den Befe-
stigungsbédndern am Uber-
rollbiigel befestigen, 3.

6. Befestigungsbdnder
spannen, 4.

7. Uberrollbiigel abklappen.

Aufstellen

Oberteil des Windschotts
bis zum Anschlag gegen
die Kopfstiitzen schwenken.

Achtung! Bei montiertem
Windschott diirfen die
Fondsitze von Personen
oder Tieren nicht benuizt
werden (Verletzungs-
gefahr).

Ausbauen

1. Oberteil des Windschotts
abklappen.

2. Uberrollbiigel aufstellen.
3. Steckverbindungen der
Befestigungsbénder Iésen.
Dazu SchloBzungen zusam-
mendriicken.

4. Uberrollbligel etwas
abklappen. )

5. Windschott im Uberroll-
blgel nach unten ziehen, 5,
zunéchst auf einer Seite
herausheben und dann vom
Uberrollbiigel abnehmen.

Mounting instructions
Draft stop R 129

Installation

1. Raise roll-over bar
slightly. For this purpose,
press switch on instrument
panel.

2. Install draft stop in roll-
over bar: First position in
on one side of the roll-over
bar and slip hook under
the roll-over bar.

Then lower the other side.
3. Push draft stop upwards
into the roll-over bar, 1.
When doing this, be sure
not to pinch securing
Straps, 2.

4. Raise roll-over bar fully.
5. Using the securing
straps, fasten draft stop on
roll-over bar, 3.

6. Tighten securing straps, 4.

7. Lower roll-over bar.

Raising
Swing upper section of draft
Stop towards the headrests

until it rests against the stop.

Caution! When the draft
stop is installed, the rear
seats must neither be
occupied by passengers
nor by animals (danger
of injury).

Removal

1. Fold down upper section
of draft stop.

2. Raise roll-over bar.

3. Disengage tongues of
securing straps from
buckles. For this purpose,
Squeeze tongues.

4. Lower roll-over bar
slightly.

5. Pull draft stop in roll-
over bar downwards, 5.
First take it out on one side
and then detach it from
roll-over bar.



